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H855D
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H744
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FEATURES:
*Manual on/off, auto off
*View area 97 x 62mm
*4 arc sensors
*Solar power and

2 » CR-2450 batteries
*1/25,000 sec. switch time
*>2 Amp AC/DC switch
*Dark to light 0.1 - 1 sec.
*Internal sensitivity control
*Stand-by shade 3.5
*Grind shade 4
*Cutting shade 5to 8
*Welding shade 910 13
*Quter lens 4.5" x 5.25"

FEATURES:

*Fully automatic *= 10 Amp AC/DC switch
*Wiew area 97 x 47Tmm  *Dark to light 0.1 -1 sec
*2 arc sensors *4.5 x 5.25" outer lens
*Solar cell power *UVYIR up to shade 16
*116,000 sec switch time *Internal analog controls
*Stand-by shade 3.5 *Sensitivity control
*Weld shade 9 -13 *2 x AAA batteries
*Grind mode

Helmet shells are made of high impact resistant nylon. Function controls are inside the hood on the cartridge.
Wt. is approx 17 oz. Filter cartridge 1s 4.5" x 5.25" x 0.35" (133 x 114 x 9mm) on all models although view size
may vary. Filter has an operating temp. range of 23'F ~ 113'F (-5°C ~ +55°C) and a storage temp. range of -4'F ~
158°F (-20°C ~ +70°C), Optical class 1/1/1/2. Good for MIG, TIG, Stick, Plasma, Arc cutting, Gas and Grinding
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All models are approved by the following:

DINplus, CE, ANZI Z87.1, CSA Z294.3 & AS/NZS 1338.1
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East: (888) 522-8296
. 7010-G Reames Rd.
a8l Charlotte, NC 28216

Fax: (704) 598-6673

West: (800) 830-9033 Southwest: (877) 711-9274
8535 Utica Ave 4755 Alpine Dr. #100A
Rancho Cucamonga, CA 91730 Stafford, Texas 77477
Fax (909) 291-4586 Fax: (281) 313-6332



