
Chemical Composition for Undiluted Weld Metal
AWS Requirements AWS Requirements

Copper (Cu) (Ag) Remainder
Zinc (Zn) (O) Nickel (Ni) (Co) (O)

Tin (Sn) (O) Aluminum (Al) 6.50-9.50
Manganese (Mn) (O)

Iron (Fe) 0.50-5.0 Lead (Pb) 0.02 max.
Silicon (Si) 1.50 max. Total other elements 0.50 max.

(Ag)Includes Silver (O) Included in other elements ( Co)Includes Cobalt

Mechanical Properties AWS Requirements min.
Tensile Strength 60,000 psi
Yield Strength Not required
Charpy V-notch Impact Average Not required
Elongation in 2” 20 %
Ferrite Content Not required

This certifies that the product supplied will meet the requirements of the noted c ssification and data above. Products supplied in
accordance to the Quality Management System of Washington Alloy Company.
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TRADE NAME: RAINIER 5A
Specification: AWS A 5.6 : ASME SFA 5.6

Classification: ECuAl-A2

Quality Management System
in accordance with

ISO 9001:2000
Cert # 05-R0925
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Washington Alloy Company believes that all information and data given is correct. Use this information to assist in making your
own evaluations or decisions and this information should not be mistaken as an expressed or implied warranty. U.S. ALLOY CO.
ole or in part.


